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| i Dear Friend, 
We're certainly glad you selected a KENMORE "71" 
Sewing Machine, because we believe it's one of 
the best - - - - STYLE-wise, FEATURE-wise, and 
PERFORMANCE-wise! 
This booklet was written to acquaint you with your 
new KENMORE, so that you will benefit from all the 
sewing conveniences built into this precision machine. 


We hope you will read the following pages carefully. 


If ever you have any questions about using your 


sewing machine, 1111 be happy to answer them for you. 


Ава 


Director, Home Economics Laboratory 
| Dept. 817, Sears, Roebuck & Со. 
| Chicago 7, 111. 
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To Install Sewing Machine 
Head in Cabinet 


Insert connector end of extension cord into the two prong recep- 
tacle at the right rear of the machine. 

Loosen hinge screws on bed of machine. Raise hinges attached to 
rear of cut-out of cabinet. Slide head onto hinges by inserting pins 
of hinges into holes below and next to screws on machine bed. 
Lower head onto front flap of cabinet and, pushing machine back 
against hinge stops, tighten screws securely. 

Tilt the head back in the cabinet. To attach knee lever to speed 
contro! (visible through opening in bottom of head), push knee 
lever socket on to shaft until slots engage pin. 

Fold lever against bottom of head and lower head to rest on front 
flap of cabinet. Pull the lever down and adjust it back and forth 
to a comfortable position. Pull the “U” shaped wire at the lower 
end of the lever out to the desired length. 

Plug the machine cord into any 110-120 volt electric outlet. 


To Use The Machine As a Portable 


Remove knee control from machine. Remove machine from cabinet. 
Place machine on table top and slide open door on front side of base. 
Insert knee lever extension through opening, pushing socket on to speed - 
control shaft until slots engage pin. Push knee lever socket on to end =! 
of extension. Adjust lever back and forth and pull out "О" shaped . 5. 
wire to comfortable length. fert ANN 


Note: The knee lever extension is included in the Attachment Kit. 


To Care for Your KENMORE 
Sewing Machine 


Your Kenmore has been designed to require a minimum of oiling. 
However, when you have not used the machine over a long period, 
or when it becomes noisy, the points marked by arrows should Бе 
lubricated. Use one drop of Kenmore Sewing Machine Oil at 
each point. 


(Disconnect the machine before removing the bottom cover. 
To remove cover take out the two large screws. To remove 
the rear housing, take out the foot pressure knob and the 
two screws.) 


NOTE: 


To prevent distortion 
of the rubber motor 
pulley press down tho 
stitching release lever 
after you have finished 
sewing. 


CAUTION 


DISCONNECT PLUG | 


To Set Needle 


After you have selected correct needle according to chart on Aw 
7 turn handwheel away from you until take-up lever reaches i 
highest point. 


Hold needle so that the flat side is to your right, then slip. blunt 
end of needle as far as it will go into needle clamp. Then tighten 
needle into place with clamp screw. Needle clamp screw has a 
slotted head, so use a screw driver to tighten it. 


To Replace Light Bulb 


The light bulb socket is hinged. Pull 
down on left end of bulb until it can be 
seen from under arm of machine. Re- 
move bulb by pushing in and turning 
away from you slightly. To replace bulb, 
push it into socket, and turn bulb toward 
you. Then push the hinged fixture into 
place under arm of machine. 
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To Select Thread 


Use only best quality mercerized cotton, silk or nylon thread on 
your KENMORE sewing machine. 


2 . The size of thread you use depends оп type of fabric to be sewn. 
О However, a No. 60 ог 70 mercerized cotton thread makes as 
strong a seam as the heavier No. 40 or 50. 


Ss SEE the NEEDLE AND THREAD TABLE for suggested si 
= of thread for different weight fabrics. зі pr 


NEEDLE AND THREAD TABLE 


Enlarged Illustration of Ken- 


more 71% Sewing Machine Note Recess Near Point 
Needle 


Needle No. Cotton Thread Stitch 
BEL 100 to 150 Finest cottons, fine laces, and delicate fabrics. 
A 


80 to 100 21403 Light weight summer fabrics, glass curtains, and sheer nylons. 
Also Nylon A 
60 to 80 
Also Silk A 
or Nylon A 
1 40 to 60 3104 
Use Мо. 1 needle 
for size 50 
mercerized cotton thread 


Sa TD 


You can buy extra needles at 1. Ask for Part No. 6025 Sewing Ma- 
your nearest Sears Retail or chine Needles. 
Mail Order store. 2. Tell size of thread you plan to use. 


Cottons such as fine dress shirts, fine silks, light weight 
nylons, and general light weight household sewing. 


Medium weight cottons such as sheeting, heaviest silks and 
nylons, and light weight woolens. 


Heavy cottons, drapery fabrics, heavier woolens, and men's 
work clothing. 


To Remove Bobbin Case 


Turn handwheel by hand away from you until take-up lever 
reaches its highest point. Lift hand hole cover plote at the left 
of the needle Swing bobbin case door away from bobbin case. 
Grasp bobbin case with thumb and fore-finger of your left hand 
and pull outward. 


To Replace Bobbin Case 


Hold bobbin case in your left hand with the thread coming 
out of the top and with open side tilted up a little. With 
bobbin case door open, press case back into place. Then 
close bobbin case door. Make sure thread is free. Then 
replace hand hole cover plate. 


To Thread Bobbin Case 


Hold bobbin case in your left hand and bob- 
bin in your right hond. The thread should 
come from right to left over top of bobbin. 
Put threaded bobbin into the case, allowing 
four inches of thread to hong loose, 

Insert thread into slot “1.” Draw it through 
slot “2.” Holding thread tout, pull it back 
and to the left so that it comes out from 
under the V-slot "3." Pull thread to make 
sure thot bobbin turns easily. 


BOBBIN 
SPOOL 


To Wind Bobbin 
Your KENMORE 71 has really automatic-no-clutch-bobbin 
winding with FINGER TIP CONTROL. 


1. Push down on stitching release lever (А), 


2. Place bobbin on shaft (F) while holding bobbin wind lever 
(B) back. 


3. Place spool of thread on spool pin (C) so thread leaves 
spool on side toward needle 


4. Draw thread over thread guard (D) and between tension 
discs (EW 


5. Wind several turns around bobbin from back to front. Push 
knee contro! gently to fill bobbin completely. When bobbin 
15 full, the winding mechanism will release automatically. 


Cut thread and remove bobbin from shaft. 


7. Raise stitching release lever (А) and machine is ready 


to sew. 
Note: If thread piles up on side of NYLON THREAD 
bobbin, loosen screw (G) and 
slide tension discs (E) slightly When filling bobbin with nylon thread omit threading over 
toward the other side of the thread guard (0) and between tension discs (E). Guide thread 
bobbin. Be sure to retighten onto the bobbin very gently by hand. This avoids stretching 


screw after setting correctly. the nylon thread and reduces puckering of the material. 


To Thread Upper Part of Your 
KENMORE Sewing Machine 


With presser foot raised, turn the hand wheel away 
from you until take-up lever is raised to its high- 
est point. Place a spool of thread on the spool 
ріп and hold spool with your right hand. Hold the 
end of the thread with thumb and forefinger of 
your left hand. 


1. Draw thread through upper thread guide with 
a twisting motion from the front. 


2. Pass the thread from front to back under ten- 
sion discs of thread tension mechanism. 


3. Pull thread up and toward you until it snaps 
into check spring loop. 


4. Thread from left to right through hole in 
take-up lever. 


Pull thread into lower guide. 
6. Slide thread into needle thread guide. 


Thread from left to right through eye of 
needle. Pull a few inches of thread through 
the needle. 


To Regulate Length of Stitches 


Forward and Reverse 


To set or change stitch length, press button on top 
of stitch length regulator and move knob to de- 
sired forward stitch setting to the left of "O.'' 
Then release button to lock both forward and re- 
verse stitch lengths. Press button only when set- 
ting stitch length. 


For reverse stitching slide the stitch length regula- 
tor to the right of “O” until it comes to a stop. 
To return to forward stitching, slide stitch length 
regulator to the left until it comes to a stop. Do 
not press button when changing to or from reverse 
stitching Stitch length will remain the same for 
either forward or reverse stitching. 


No. 6 setting makes the longest stitches. Twelve 
stitch length settings are avatlable between O апа 
6. The size of the stitch you select will depend on 
the fabric you are sewing. See the Needle and 
Thread Table (Роде 71 for recommended settings. 


To Pick Up Bobbin Thread 


Make sure presser foot is in raised position With 
your left hand take o firm hold on thread coming 
from the needle With your right hand turn hand- 
wheel away from you until the needle moves down 
into bobbin case, picks up bobbin thread, and pulls 
it completely through the needle hole. Draw both 
threads back under the presser foot. 


e 


AA 


Tension 


For a good stitch, you must have the correct 
tension or pull on the thread. 

You need only enough tension to make a 
balanced stitch. If you see that the tension 
is not correct, follow these suggestions for 
regulating it. 


To Change Upper Thread Tension 


The numbers on upper thread tension knob 
help you in selecting proper tension. For 
more pull on the upper thread, turn to a 
higher number. For less pull turn to a lower 
number, 


p 


To Change Bobbin Thread Tension 


You can usually get the desired tension by just 
changing the upper thread tension. Before your 
KENMORE Sewing Machine left the factory, ex- 
perts set the bobbin thread tension. 


You will find it correct for most sewing. If you 
must change the bobbin thread tension, remove 
bobbin case as you did before threading. With a 
small screwdriver, give the screw of bobbin case а 
slight turn to the left for less tension or to-the 
right for more tension. 


To Reset Bobbin Thread Tension 


If you should get your bobbin case far out of ad- 
justment, the following method will help you reset 
the correct tension for mercerized cotton thread. 


MÀ D 


]. Start with a full bobbin, properly threaded into 
the case, and loose bobbin thread tension. 


2. Tighten the screw until, by holding the case in 


the manner illustrated, you are just able to lift 
the case from your left hand by pulling on the 
thread with your right. The tension on the 
thread then should be just a little more than 
enough to support the weight of the full 
bobbin and the bobbin case. With the case 
suspended, jerking on the thread should cause 
the case to slip on the thread. 
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3. A properly balanced stitch gan now be ob- 
tained by starting the upper tension knob at 
No. 3 and turning the knob toward the higher 
numbers until a balanced stitch is obtained. 


When you have made these adjustments and think 
that stitches appear to be satisfactory on top and 
bottom of fabric, there is still the possibility that 
the stitches are not locking properly and tensions 
may still be unbalanced. To determine tension 
balance: 


4. Stitch on the bias on a double thickness of 
fabric. Grip ends of bias stitching between 
thumb and first finger of each hand and 
pull evenly but firmly until one or both 
threads break. 


A. If it is impossible to break either 
thread of the bias stitching, both ten- 
sions are probably too loose. Both 
should be tightened. 

B. If only the upper thread breaks, upper 
thread tension is too tight. Loosen 
upper tension slightly. 

C. If only lower thread breaks, upper 
thread tension is too loose. Tighten 
upper thread tension. 


D. If both threads break and seam is not 
puckered, both tensions are in bal- 
ance. |f seem is slightly puckered, 
loosen both tensions. 


To Change Pressure on 
Presser Foot 


In all ordinary sewing the pressure foot moves 
easily over most seams and fabrics. 


When sewing especially heavy fabrics, you may 
have to raise the presser foot a little until seam 
has passed under needle. 


It is rarely necessary to change the pressure on the 
presser foot. If you change the pressure, use the 
foot pressure knob. Screw the knob down to in- 
crease pressure, up to decrease pressure. There 
should be just enough pressure on the foot to allow 
the fabric to move easily, and to prevent it from 
rising with the needle. If one or both plies of 
fabric ripple, increase the foot pressure. |f the 
foot "tracks" on the fabric, decrease the foot 
pressure. 


Darning 


Remove hand hole cover plate. Pull out feed lift cam as 
far as st will go —- about 2 inch. Replace hand hole cover 
plate. Loosen foot pressure knob to last thread on screw. 
Lower presser foot so that thread will have some tension. 
Use a thread which matches or is finer than the thread in 
the fabric you are darning. 


Stretch fabric tightly between both hands. When you start to darn, 
move fabric back and forth to cover darning area. Then give the 
fabric a half turn and place a second layer of stitches at right angles 
to the first. Use a medium to fast machine speed. You can make 
any length stitches desired — slow movement of fabric will make 
short darning stitches; fast movement will make long stitches. 

If you do much darning, you will want to stretch the fabric between 
the spring embroidery hoops which you can buy from Sears. When 
using hoops you may prefer to remove the presser foot instead of 
loosening the foot pressure knob. 

When you finish darning raise the presser bar and remove fabric. 
Remove hand hole cover plate. Push in the feed lift com while turn- 
ing the hand wheel away from you until the cam slips into place. 
Replace the hand hole cover plate. 

Tighten the foot pressure knob until the last thread is flush with 
the cover. 


Writing — Add a personal touch to Children’s clothes and other articles by using your sew- 
ing machine to write names on collars, pockets, etc. Use contrasting color 
thread. Set your machine os you would for darning. Stretch fabric tightly be- 
tween embroidery hoops. A steady, smooth rhythm is the secret of sewing 


machine writing. 
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To Fasten a Seam 


You will want to begin and end most of your seams 
with reverse stitching, often called back tacking. 


When back tacking the beginning of a seam, be 
sure both threads are drawn under the presser foot. 
Place your fabric under the needle about Va inch 
beyond the point where you wish to begin the 
seam. Then lower the presser foot. Slide the 
stitch length regulator knob to the right for reverse 
stitching. Start reverse stitching and continue 
stitching until the needle reaches the place where 
you wish to begin the first seam. Then move the 
stitch length regulator to the left for forward 
stitching. You have now fastened the beginning 
of the first seam. 


When you reach the end of the seam, slide the 
stitch length regulator to the right, and stitch bock 
12 inch. This will fasten the end of the seam. 


To Turn a Corner 


Stop your sewing machine and make sure needle 
is in fabric. Raise presser foot Turn fabric to 
desired direction. Lower presser foot and go on 
with your stitching. 


To Remove Fabric 


After you stop stitching, turn handwheel away 
from you by hand until take-up lever reaches its 
highest point. THIS IS IMPORTANT. Now raise 
the presser foot and draw the fabric away from 
you. Cut the threads close to the fabric with 
thread cutter. 


To Baste With Your Sewing Machine 


Set stitch length regulator at No. 6 for the longest 
possible stitches. You can easily remove basting 
by pulling one thread. 


If you prefer to use pins for basting, your 
KENMORE will sew over the pins. Be sure to keep 


the pins at right angles to the seam. Keep head 
of pin away from presser foot. 


Sewing On Synthetic Fabrics 


Your KENMORE will sew all the new synthetic 
fiber fabrics such as nylon, orlon, dacron, rayon, 
acetate, etc., and fabrics woven with blends of 
these fibers. When you stitch a blended fabric, han- 
dle it as you would a material made of the fiber 
present іп the largest percentage. For example, a 
fabric woven of 60% orlon and 40% silk should 
be handled as one made entirely of orlon. 


We usually recommend using a synthetic fiber 
thread such as nylon thread, although mercerized 
thread may sometimes be used. Insert a fine 
needle in the machine, size В ог 1/2, depending on 
the weight of your fabric and thread you wish to 
use. (See page 7). 

Wind the bobbin in the usual way, but do not pass 
thread between tension discs. Guide thread by 
hand to produce a smoothly wound bobbin without 
tension. (See page 9). 


Sewing 


Hold plastic pieces together with cellophane tape 
or paper clips rather than with pins. 

Set your machine with normal thread tensions and 
a large size stitch. If the bottom thread is not 


You will probably need to adjust thread tensions 
on the machine to overcome the puckering tenden- 
cies of synthetic fabrics and thread, Usually the 
upper thread tension must be loosened. Sometimes 
both bobbin and upper thread tensions must be 
loosened. 


We usually recommend that you set the stitch 
length regulator for a smaller stitch than you 
would use on a comparable weight cotton fabric. 
However, you may find that some synthetic fabrics 
require a longer stitch So be sure to experiment 
with scraps of your fabric to determine stitch 
length and tension adjustments for the best pos- 
sible seams. 


Sometimes you must retard the fabric very slightly 
as you guide it under the presser foot to eliminate 
all puckering of the seam. 


On Plastic Films 


pulled up into the film, increase the upper tension. 
Use a fine needle and fine mercerized thread. 
Never sew square corners on plastic films. Always 
round them slightly 
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Problem 


Breaking 
needles 


Breaking 
bobbin 
thread 


Breaking 
upper 
thread 


Probable Cause 


Pulling fabric 


WHAT TO DO 


Correction 


Do not pull fabric; just guide it. 


Using incorrect needle 


Incorrect setting of 
needle 


_Using incorrect thread | 
Loose presser foot 


Bobbin case improperly 
threaded 


Too much tension on 
| bobbin thread | 

Lint in bobbin case 
Improperly threaded 


Too much tension 


Use correct size needle for type of fabric and thread. 


“Turn flat side of ‘needle to your right. 
Tighten needle in needle chuck with a screw- 


as far as it will go. 
driver. 


. (See page 18, 
. Push needle into needle holder 


Use correct siz size a thread for size of needle being used (page 7). 


Rethread bobbin case. 


' Turn tension screw to the left. 


Clean all lint out of bobbin case and make sure bobbin turns freely. | 


~ Remove | and reset presser foot, tighten it securely. 
See instructions (page 8). 


Refer to threading instructions {page 10) and rethread machine. 


Loosen tension on upper thread by turning thread tension nut to a 


lower number. 


Starting with take up 
lever in lowest position 
Improper setting of 
needle. 


Always start sewing with take-up lever in highest position. 


Refer to needle setting instructions (page 6). 


Eye of needle too sharp. 
Bent or blunt needle. 
Starting to stitch too fast 


Incorrect size of thread 


Improperly set presser 
foot 


“Try a new needle. 


Discard all blunt or bent needles and replace with new needles. 


Always begin stitching at a slow speed. 


snap the thread. 


Starting at full speed may 


Make sure the thread is correct size for needle being used. 


Remove and reset presser foot; tighten tt securely. 


Problem 


Probable Cause 


WHAT TO DO 


Correction 


————————————————————————————————— 


Uneven 
stitches 


Skipping 
stitches 


Irregular 
stitches 


Puckers and 
wrinkles 


Bunching of 
thread 


Pulling fabric 


Not enough tension on 
upper thread — 
Improper tension on 
presser foot - i 

Poor quality thread 


Too fine a needle for 
thread being used 


Bent needle 


Improper setting of 


needle. 


Avoid pulling fabric; just guide it, 

Tighten upper thread tension by turning thread tension nut to a 
higher number. - 

Adjust presser foot according to instructions ‘page 14). 


Use good thread. = 
See Needle and Thread Table ‘page 7). 


Discard bent needle and replace with new one. 


See instruction for setting needle граде 6) 


Too fine a needle for 
thread being used 
Upper thread tension 
too loose 


Improper threading 


Bobbin not wound 
smoothly 


Incorrect thread tension 


Two different sizes of 
thread 


Blunt or bent needle 
Presser foot loose or bent 


See Needle and Thread Table граде 7! 


Tighten upper thread tension by turning thread tension knob to a 
_ higher number. 
Refer to threading instructions граде 10! ond rethread machine 


Rewind bobbin. Faster speeds rewind more evenly, 
See thread tension instructions ‘page 121. 

Be sure upper thread and bobbin thread ore same size. 
Discard old needle and replace with a new one. 


Tighten presser foot nut and check to see thot it presses on the 
fabric evenly. 


Upper and lower threads Refer to instructions to Pick Up Bobin Thread (page 11). 
not drawn back 


| 
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THE MULTIPLE SLOT BINDER 


(See Page 28) 


THE SET OF WIDE HEMMERS 
(See Page 27) 


THE SEAM GUIDE 
(See Page 23) 


ADJUSTABLE ZIPPER AND 
CORDING FOOT 


(See Page 32) 


b 
OC 
>> 


THE NARROW HEMMER 
(See Page 25) 


THE CUTTING GAUGE 
(See Page 23) 


THE QUILTING FOOT AND 
QUILTING GUIDE 


(See Page 24) 


THE RUFFLER AND SHIRRING PLATE 


(See Page 39) с % Ж 
Ф.у SBE 


THE GATHERING FOOT You may also purchase other 


See Р 24 
(бев авес special KENMORE attachments for 


your machine. 


THE TUCKING GUIDE EDGESTITCHER 
AND TOP BRAIDER 


(See Page 30) 


THE PRESSER FOOT WRENCH 


Cowing Ге 


Sewing Tips 


You can add a professional touch to your sewing 


by learning to use the attachments. 


Following 


these hints will give you a good start. 


ТВ 


Ве sure the take-up lever is always at its high- 
est point when you start to sew and before you 
remove fabric or an attachment. 

Use spanner wrench to tighten or loosen 


presser foot unit. 
Stitch more slowly when you're using an 


attachment. 
Practice using attachments on a piece of the 
same fabric you will use for your garment. 
Some attachments have a round needle hole. 
You must put the upper thread through this 
hole before you start to stitch. To do this lay 
any piece of fabric under needle hole of at- 
tachment. Turn handwheel by hand to take 
one stitch. Pull fabric back of presser foot 
and away from the thread. 

Be sure needle is tight in needle clamp. 

If elastic thread or embroidery floss is used, it 
must be wound on bobbin by hand. Pull 
thread through only the first slot of bobbin 


case. Allow some thread to hang over front 


of case. 
Edges of your fabric should be cut with 


straight shears rather than with pinking shears. 


To Fasten Attachment fo the 
Machine 


First raise presser foot lever and move needle to 
highest point. Loosen the presser foot nut with 
the spanner wrench. Place the little projection in 
the center of the “U” end of the wrench into a 
hole on the left side of the presser foot nut and 
then pull the wrench toward you. If you put the 
wrench into a hole on the right side of the nut, you 
must push the wrench away from you to loosen the 


nut. Now slip the presser foot towards you to 


remove it. 

When putting on an attachment, or replacing the 
presser foot, push the slotted portion back as far 
as possible. Always tighten the presser foot nut 
securely by using a spanner wrench If you use 
the wrench on the left side push it away from you 
to tighten; if the wrench is on the right side, pull 
it towards you to tighten the presser foot nut 
Draw upper and lower threads under attachment 


ond to the back before sewing. 


Cutting Gauge 


The scissors cutting gauge will aid you in cutting strips 
of material on the bias as well as those on the straight of 
the goods. By adjusting the spring on the gauge, you 
can cut bands of material 12 to 1 V4 inches wide. Before 
cutting the strip, set the spring at the desired width. Put 
the gauge on the lower point of your scissors. Slip the 
fabric between the blades of the cutting gauge, bringing 
the edge of the material against the spring. Be sure to 
keep it in this position. Cut with short, even strokes of 
the scissors. This gauge will be helpful in cutting true 
bias to be used in the Multiple Slot Binder. 

To make a true bias, fold material so that the lengthwise 
and crosswise threads are parallel to each other. The 


diagonal fold is the bias. Cut through this fold and in- 
sert this bias edge in the gauge so that even bias strips 


may be cut. 


Seam Guide 


This attachment will help you stitch hems, seams and wide 
tucks at an even distance from the edge. Attach seam guide 
to machine by placing slot over screw hole іп the base of the 
machine. Adjust guide to the distance you want and fasten 
firmly using thumb screw. You will note that the needle plate 
is marked іп fractions of an inch giving the distance from the 
mark to the center of the needle. This is for your convenience 
in setting the seam guide for a given width seam. 


Quilting 


In order to give quilting its puffy look, it 15 necessary to stitch 
through several thicknesses of material, You can use a layer of 
wadding on the wrong side of the fabric, covering it with a piece of 
cheesecloth to hold it in place, or о layer of outing flannel. Using 
a long stitch, work with the wrong or lining side up. 

Replace presser foot with quilter-braider foot. Loosen screw on 
back of presser bar. Put quilter guide through small hole at side 
of presser bar. Set quilter guide os far from needle os you want 
the rows of stitching to be. Tighten screw. 

For straight rows of stirching, use the edge of fabric os a guide for 
first row. The row of stitching just made becomes o guide for the 
next row. 

For diagonal! stitching baste in the first row from corner to corner 


of fabric. 


Gathering Foot 


The gathering foot is a very useful attachment wherever gathers 
are being used on a single thickness of fabric. With this attach- 
ment you can gather, puff, or shirr in rows as little as 3% inch apart. 
Take off presser foot and replace it with gathering foot. Be sure 
to bring thread through enclosed needle hole before beginning to 
stitch. (Refer to Page 22.) 

The longer the stitch you set, the fuller you'll make the gathers. 
For still greater fullness tighten upper thread tension. Put your 
fabric under the foot like you would for ordinary stitching Guide 
fabric carefully so you always stitch through just one thickness. 
The quilter guide can be used to determine width of the space 
between each row of gathers. 


Narrow Hemmer 


The narrow hemmer makes a neat, tiny hem easily and quickly. |! 
provides an excellent way for finishing the edges of ruffles and other 
dainty work. After the presser foot has been removed, attach the 
narrow hemmer. Using a straight edge of fabric, insert the material into 
the hemmer. To do this, hold the cloth between the first and second 
fingers of the left hand and place the corner of the fabric between the 
rolled upper section and the curved prong. Raise the material slightly 
and roll the edge a little to the left so that the fabric enters the scroll 
at a slight angle. Gently push the cloth away from you. Continue 
pushing until the material appears just beyond the needle hole so that 


the feed can carry the cloth backward. 


When the material 15 in proper position, lower the 
needle and the attachment. Take a few stitches 
and stop to see if they are catching the hem. lf 
they aren't, push hemmer slightly to the left, If 
stitches are too far from edge, push hemmer 
slightly to the right. Stitch slowly, retarding the 
progress of the fabric slightly. Be sure to do this 
with a light touch so that the material will not be 
stretched. Although the fabric may be guided by 
simply putting the finger tips of the left hand 
lightly on the material, many people find it easier 
to hold the cloth so that it extends upward be- 
tween the first and second fingers for about 58 
inch when the fingers are placed about 1 inch in 
front of the hemmer. 


The other fingers rest lightly on the fabric to re- 
tard it slightly. The material slips through thi 
fingers allowing the correct amount of cloth tc 
enter. 


In case it is necessary for the hem to begin exactly 
at the edge of the fabric, fold a % inch hem in 
the cloth for about 2 inches. Catch these folds 
together by passing a needle and thread through 
the end. Hold the ends of the thread with the 
right hand, and insert the fold in the hemmer. 
Pull the threads straight back, bringing the fabric 
through the hemmer until the edge of the hem is 
exactly under the needle. Continue to hold the 
threads as you begin to stitch, pulling them gently 
until the first few stitches have been taken. This 
enables the material to be carried away from you. 


Hemming Across a Seam 


In order for the narrow hemmer to stitch nicely 
over a seam, cut a small triangle from the seam 
allowance beginning at the end of the seam and 
extending a inch from the edge to be hemmed, 
Press the seam open. Stitch across the seam at 
the extreme edge to hold it together and add extra 
firmness. 


Hemming and Sewing on Lace 


Put the material in the hemmer as you did when 
making the narrow hem. Slip the edge of the lace 
to be stitched to the cloth in the open slot which 
is under the needle. With the right side of the 
lace down, raise the lace slightly with the right 
hand as you stitch. Always keep the edge of the 
lace snug against the inside edge of the slot. Rick- 
rack may be used in the same way. 


French Style Hemming and 
Sewing on Lace 


This method allows the lace to be attached to the mate- 
rial without any stitches showing after the hem has been 
pressed back. The hemmer is used in the usual manner. 
However, the lace is placed in the hemmer from the left 
with the right sides of the lace and fabric together. 
When the stitching is completed, the hem is pressed to 
the wrong side. When this method for applying lace is 
used it is possible to have a small amount of fullness in 
the lace. This may be achieved by pulling the strong 
thread in the straight edge of the lace. 


Wide Hemmers 


These three hemmers make it possible for you to con- 

struct hems of 74 inch, 38 inch and 55 inch without 

having to measure, crease, pin and baste. Choose the 
hemmer you want and attach it to the machine in place 

of the presser foot. Insert the materia! into the hemmer. 

Use both hands, drawing the fabric back and forth a few 4 
times so that the scroll is filled completely. Draw the Қ 
material into position so that the stitching will start at 

the edge of the fabric. 

If the materia! does not curl under the scroll easily, fold 

the raw edge of the cloth over 18 inch for about 2 

inches. In order to keep the correct amount of material 

flowing into the scroll, guide the material by placing the 

left hand lightly on the cloth retarding its progress 


slightly. 
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Multiple Slot Binder 


When this attachment 15 used, bindings can be applied without 
pinning and basting. In one operation, both sides of the binding 
are stitched evenly and neatly in place. Before putting the binder 
on the machine, study it carefully. Notice the cone-shaped scroll 
that has five small slots in graduated sizes, and the square flat 
area on the left, which is called the apron. The slots are used to 
hold various sizes of commercial, single folded binding, ranging 
from the smallest size 1 to the largest, size 5. The apron is used 
as a finger rest so that the work can be guided close to the needle, 


With the binder in place, cut the end of the binding to а point and 
insert the binding in the correct slot. Use a strong pin or small 
screwdriver to push the binding toward the needle. When it 
emerges from the scroll, draw it under the needle. Lower the 
presser bar and sew for a few stitches to see if the stitches are the 
correct distance from edge. Adjustment can be made by moving 
binder slightly to the right or to the left. 


When the position of the stitches is correct, place the cloth to be 
bound over the apron, into the scroll, and back under the needle. 
Always keep the material being bound well into the binder at the 
point close to the needle. You can maintain this position by 
placing the second finger of the left hand on the material near 
the needle, allowing it to rest on the apron. It isn't necessary to 
hold the binding. 


Stitching Unfolded Binding 


If you wish to use binding which you have cut your- 
self, cut true bias '3/, inch wide if it does not stretch 
and 1 - 1 % inch wide if it does stretch. 

Fold the first three inches of bias binding in half 
Insert the folded edge into the center slot which 
divides the scrol! in half Spread binding at the 
opening of the binder with the right hand. At the 
same time, pull binding under the needle with the 
left hand. Binding will then spreod over both 
halves of the scroll. 

When the binding is in proper position, begin to 
stitch employing the some technique that you did 
for commercial binding. 


Binding and Piping 


Your multiple slot binder can bind and pipe a gar- 
ment at the same time. Use two sizes of light 
weight, good quality commercial folded binding. 
The smaller size does the binding; the larger size, 


Applying French Folds to Curves 


the piping. Be sure to skip a size between the two Place fabric under binder and stitch binding on the 
bindings. right side of fabric. You can use either the inner 
First thread the narrower binding into the proper or outer edge of binder as a space guide between 
slot, then the wider binding can be inserted. Draw rows of binding. 


both bindings "2 inch beyond needle hole. Put 
your fabric into binder and start to stitch the 
usual way. 
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Edgestitching 


The slots on the edgestitcher serve as guides in sewing together differ- 
ent pieces of material, You can stitch together two finished edges, 
such as two pieces of lace, or attach lace to a finished edge by put- 
ting the material you wish to be оп top in slot 1 and the under fabric 
in slot 4. Pull the material and lace back under the edgestitcher so 
that the feed can carry it backward when you begin to stitch. Hold 
the fabric which is in slot | in the left hand and the lace which is in 
slot 4 in the right hand. Cross the left hand slightly over the right 
hand so that the material will overlap the іссе. Lug A may Бе meved 
so that the two edges will be stitched together. 

Slot 3 which is enclosed is used to sew on rick-rack. Put it into the 
slot from the top and pull it "2 inch beyond the needle before be- 
ginning to stitch. 


Piping with Edgestitcher 


If you want to use narrow piping, put folded piping into 
closed slot 3. The fold of piping should go to the right. 
Put edge of folded fabric into slot 2 and stitch, 


If you want wide piping, use enclosed slot 3. Then put 


fold of piping to the left anc folded edge of fabric into 
slot 4 and stitch. 


Tucking 


You can make evenly stitched tucks in any length and any 
number of rows. First set tucking guide to desired width 
by moving lug A to number as shown below. Mark fabric 
for each tuck. Fold in marked line and place fold in slot 1. 
Guide evenly permitting fabric to move along inside of slot. 
When left edge of friction spring Н lines up with Number 2 
on the scale, you will get a "4 inch tuck. 


SET IT ON 


3 for a 38 inch tuck 

4 for a V5 inch tuck 

5 for a 58 inch tuck 

6 for a 34 inch tuck 
For pin tucks set guide so needle enters 
edge of fold. 


Top Braiding 


Be sure the design you want to braid is marked clearly on 
top or right side of fabric. 

Move lug A until braiding guide hole K is exactly in line 
with needle hole of attachment. 

Insert soutache braid (yarn or Ric Rac) into hole K from 
the top. Pull about one inch of it beyond needle. Then 
stitch along the design. Be sure braid is feeding freely into 
hole “K” without twisting. 

To turn a corner or follow a curve stop the machine With 
Needle in Braid. Raise presser foot lever just enough to 
permit turning the fabric, lower presser foot and continue 
as before. 


Adjustable Cording and Zipper Foot 


Zipper Insertion 


To put ina slide fastener, take off the presser foot and put the adjust- 
able zipper foot in its place. On the back of the horizontal bar, there 
is а screw which may be loosened so that the zipper foot may be 
moved, making it possible for the needle to enter the slot on the left 
or right. 

To sew along the left side of the zipper, the foot should be to the left 
of the needle, and to sew along the right side, the foot should be at 
the right of the needle. With the attachment adjusted properly, the 
slide fastener may be sewed to the garment according to directions 
accompanying 11. 


Cording 


To make cording, attach cording foot to the machine. Adjust 
the position of the foot by loosening screw on bar. |t 15 pos- 
sible to change its position so that it will stitch not only to the 
right ог left of the cord, but also so that st will stitch close to 
or a little away from the cord. |f you wish to stitch close to 
the cord, the needle should enter the opening near the outside 
edge, but if you want to stitch away from the cord, the needle 
should fall well into the circle of the hole. Usually you sew 
away from the cord when you are making the cording or welt- 
ing that is to be sewed to another article, so thot the first line 
of stitching will be covered when the cording is enclosed. 


Strips of true bias are needed for cording. The width of the 
Strips depends on the size of the cord to be covered. Stretch 
the bias well before placing the cord on the wrong side of the 
bias, Fold the bias over the cord and stitch. 


Ruffler 


The above illustration and list below will help you 


to understand how to use the Ruffler. 


Index 
Letter 


A 


B 


Name 


Foot 


Fork Arm 


Function 


Fastens ruffler to 
presser bar 


Placed on needle clamp 
so that needle movement 
will cause a gathering 
action. 


Index 
Letter 


c 


D 


Name 


Setting 
Lever 


Adjusting 
Finger 


Adjusting 
Finger 
Locking 
Screw 


Heading 
Guide 
Seam 


Guides 


Ruffling 
Blade 


Seporator 


Lip 


Function 


Used to set ruffler to 
gather or to pleat. 


Adjusts for varying full- 
ness of gather or depth 
of pleat. 


When tightened, it holds 
the adjusting finger se- 
curely at its setting 


Controls width of head- 
ing and can be adjusted 
for different widths. 


Used to line up a piece 
of straight fabric and the 
piece being ruffled, thus 
the two pieces are kept 
lined up. 


This blue - steel toothed 
blade pushes the fabric 
forward to form gathers. 


This blode is used when 
ruffling. |t prevents the 
teeth of the ruffling 
blode from coming in 
contact with feed teeth. 
It separates the fabric 
being ruffled from the 
bottom fabric. 


The part of seam guide 
under which the fabric 
passes. 
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Attaching Ruffler to Machine 


Lower needle bar of machine until needle clamp is just visible and point of 
needle is up from needle plate of machine approximately 1/2 inch. 

Slide ruffler foot (A) (on page 33) toward presser bar of machine from the 
front. Allow fork arm (B) of ruffler to straddle needle clamp of machine at 
the same time ruffler foot (A) is guided onto presser bar. Tighten machine 
presser foot nut firmly by using the spanner wrench. 


Placing Fabric 


Place fabric to be ruffled between the blue blades from the left. (Always pull 
fabric away from you to avoid breaking teeth on blade). 


Setting Lever 


The setting lever (C) makes possible the following adjustments: 

Position ‘’1’’ — A pleat (or gather) with every stitch. 

Position “6” — A pleat every sixth stitch, 

Position "^12" — A pleat every twelfth stitch. 

Position * Takes the action from feed blade putting the ruffler into a neutral 
or straight stitching position, 


Seam and Heading Guides 


Guides for seams and ruffle headings make applying or enclosing a ruffle very 
simple. The heading guide (G) is adjustable and can be used for various 
heading widths when ruffle is being applied from the left. Seam guide will 
carry base fabric to which ruffle can be applied in one stitching when fabric is 
entered under ruffler from the right. Seam guide (Н) will guide fabric being 
entered from the right. 


Adjusting for Size of Pleats 
or Fullness of Gathers 


The size of pleats ore determined by adjusting finger (D) 
RUFFLING (on page 33) at numbers on dial (Е). To adjust fullness 
Б MATERIAL or set for pleats always raise fork arm (B) to its highest 
position when needle will be out of fabric. Free the locking 
screw (F) and move finger (D) to desired fullness. Down- 
ward for pleats, upward for gathers. Tighten locking screw 
(F) to hold setting firmly. Insert fabric under attachment 
as illustrated. 


With finger (D) down as far as possible the number 8 will 
be visible. This setting will produce the largest pleat, ap- 
proximately "4 inch. Pleats can be set close, or far apart, 
depending upon length of stitch set on machine. The length 
of stitch to be used varies with each setting of adjusting 
finger (D). A little practice will enable you to pick the 


best setting. 
Moving the finger (D) upward to lesser numbers on the 


dial (E) will reduce the size of pleat. Only a very slight 
adjustment is necessary to change the setting. 


Raise finger (D) upward оп dial ЌЕ! as high as it will go 
and straight stitching will result. 


Move finger (D) downward on dial (E) to ''1'' for scratch 
gathers. 2% for scant gathers and “3% for moderate full- 
ness — all depending upon stitch setting on your machine. 


With machine stitch set at 71” ог "2" and finger (D) at 

"1" or "2" on dial (E) a very fine close gather will result. 

The longer the stitch on machine, the coarser the gathers in 

ruffle. Be sure to try both ruffler and machine stitch set- 

ting on fabric being used to determine fullness desired in 
RUFFLING ruffle. 
MATERIAL 

To determine amount of fabric required after fullness of 
ruffle has been decided, cut off five inches of gathered 
ruffle. Rip out these five inches. If the ripped fabric 
measures ten inches, double the amount of straight fabric 
will be required to cover a given ruffle length. If ripped 
ruffle measures 7 V» inches, one and one half of the amount 
of fabric will have to be cut for ruffling. 
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Ruffling and Sewing to a Garment 


You can gather or pleat a ruffle and attach it to a garment 
at the same time. Place fabric to be gathered or pleated 
between the blue blades from the left. Place garment to 
which ruffle is to be attached under ruffler. Set ruffle for 
amount of fullness you want and stitch. The garment and 
the ruffle will then be stitched together. 


Making Narrow Width Ruffles 


with Facing Strip 


You can gather or pleat ruffle and attach it to 
garment with a facing strip at the same time. 
Place ruffle to be gathered or pleated between blue 
blades. Place garment under the ruffler. Place 
facing on top of blue blades. Set ruffler for the 
amount of fullness you want, then stitch. 


FACING 

STRIP 
DI ЖС. RUFFLING 
EZ e Seem MATERIAL 
222222722422 GARMENT 


GARMENT 
PIPING 
MATERIAL 


RUFFLING 
т MATERIAL 


Making Wider Width Ruffles with Piping 


Use shirring plate to make wide ruffles, deep head- 
ings on ruffles, or for shirring in continuous rows. 
Attach shirring plate as explained under SHIR- 


RING PLATE. 


Place fabric to be ruffled between seam quide of 
ruffler from the right. Put a folded binding strip 
(V4 inch) through the piping slot, folded edge of 
piping toward the right. Folded edge of fabric to 
be trimmed is fed through an edgeguide. Set 
ruffler for amount of fullness desired, and proceed 
to stitch piping and fabric together in one 


operation. 
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Group Pleating 


Pleats can be stitched in groups by using the * setting on set- 
ting lever (С) (on page 33.) For wide pleats, set finger (D) all 
the way down on dial (E). Then set lever (C) in slot "6." Now 
set stitch indicator on a short stitch for pleats close together, 
or on a longer stitch for pleats farther apart. Insert fabric be- 
tween the blue blades. Make a group of pleats 3, 4, or 5 ina 
cluster. Then set lever (C) on * setting and stitch the dis- 
tance to the next group of pleats. Again set lever (C) into 


slot “6” and repeat as above. 


Shirring Plate 


The shirring plate is used with the ruffler and is 
intended for making wide ruffles for a heading 
more than an inch wide, and for several rows of 
gatherings. 


To attach shirring plate fit the end prong into far 
hole on base of machine, the prong on the under 
side into hole nearest you, then push into place. 


Shirring acts as a foundation to many lovely trim- 
mings and ruffler can be set to accomplish the 
holding of a given amount of fullness accurately. 


Gather a scrap of self fabric, gaining the fullness 
desired by the ruffler adjustments. Cut 5 inches 
from the gathered strip and pull out gathers. If 
5 inch strip measures 7 5 inches it will prove that 
l5 times the finished amount will be required 
for finished fullness. ІҒ 5 inch strip measures 10 
inches when strip is ripped, twice the amount of 
fabric will be required for fullness. 


Remove the separator from ruffler by loosening 
small screw on right side, tighten screw again to 
prevent loosening. Attach ruffler to machine in 
regular way, over shirring plate. 


Never use separator on ruffler with shirring plate. 
The quilter-guide, if used with ruffler, will act as a 
guide to evenly space rows of shirring. 

Be sure to replace separator on си ег before re- 
placing it in box. 
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PARTS LIST FOR KENMORE SEWING MACHINE 


АП parts listed here тау be ordered through Sears ог 
Simpsons-Sears retail or mail order stores. When ordering 
by mail, prices will be furnished on request, or parts will be 
shipped at prevailing prices and you will be billed accordingly. 


When Ordering Repair Parts. Always Give the Following 
Information: 


1. Part number. a plate attached to the 
2. Part name. side of the base of the 
3. Model & Serial Numbers machine underneath the 
which may be found on hand hole cover. 
PARTS LIST 
ҚБ КО Part Name 
1 3729 Knob - Foot Pressure 
2 3730 Spring - Foot Pressure 
3 3279 Screw - Quilting Guide Lock 
4 3278 Cutter - Thread 
5 3181 Nut - Presser Foot 
7 3240 Spool - Pin 
8 3354 Needle 
5 Cat. No. 6025 
Needle Chuck Assembly 
i 3586 Соқ No. 60775 
12 3368  Bobbin Case Assembly 
Cat. No. 60405 
13 3361  Bobbin 
Cat. No. 60505 
-4-4— — S Ti1— Washer - 5роо! Pin 
15 3396  LighrB 


-.--------. Cat. No, 3818 

16 3704 CordSet ^ —- 

17 3856 Extension - Knee Control 

18 3867 Lever - Knee Control 

19 3715 Напа Hole Cover 

20 3748 Bobbin Winder Tension Assembly 
21 3722 Bobbin Winder Spool Pin 

22 3627 Wrench - Presser Foot 


When You Select 
KENMORE 


A great name in Sewing Machines 
You are assured 
A complete and continuing service no matter when you may need it 
with 
е Genuine Kenmore Parts 
"e Factory approved methods 
е Expertly trained men 
To continue the value of your purchase 
JUST PHONE — WRITE — OR WIRE 
your nearest Sears or Simpsons-Sears 
9 Retail store 
9 Catalog sales office 


9 Or mail order house 


SEARS, ROEBUCK AND CO. and 
SIMPSONS-SEARS-LIMITED 


PART NO. 3732 — LITHO IN U.S.A. 


